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WELDING INSPECTION REPORT
Resident Engineer:Siegenthaler, Peter Report No:  WIR-017920

Address; 333 Burma Road

City: Oakland, CA 94607

Date Inspected: 05-Nov-2010

Project Name: SAS Superstructure
Prime Contractor: American Bridge/Fluor Enterprises, a vV

OSM Arrival Time: 1900
OSM Departure Time: 700

Contractor: Zhenhua Port Machinery Company, Ltd (ZPMC), Changxing Island L ocation: Shanghai, China
CWI Name: See Below CWI Present: Yes[] No
Inspected CWI report: (] Yes No 1 N/A Rod Oven in Use: Yes[] No [J N/A
Electrode to specification: Yes [ No [ N/A Weld Procedures Followed: Yes[] No ] N/A
Qualified Welders: Yes [ No [J N/A Verified Joint Fit-up: L] Yeslvl No [J N/A
Approved Drawings: Yes [ No [ N/A Approved WPS:; Yes[] No [ N/A

Delayed / Cancelled: L] Yeslvl No [J N/A
Bridge No: 34-0006 Component: OBG

Summary of Items Observed:
CWI Inspectors: ZPMC: Mr. Lv Li Qing, Mr. Li Yan Hua

On this date CALTRANS OSM Quality Assurance (QA) Inspector, Mr. Paul Dawson, arrived on site at the
Zhenhua Port Machinery Company (ZPMC) facility at Changxing Island, in Shanghai China, for the purpose of
monitoring welding and fabrication of the San Francisco / Oakland Bay Bridge (SFOBB) components. This QA
Inspector observed the following:

OBG Bay 13

This QA Inspector observed ZPMC welder 062782 used flux cored welding procedure WPS-B-T-2233-TC-U5-F
to make OBG segment 14AE grillage weld SA7038-030. This QA Inspector measured awelding current of
approximately 210 amps and 25.5 volts. This QA Inspector observed the base materials were heated with electric
heaters to preheat and maintain the base material temperature of thisweld joint. Items observed on this date
appeared to generally comply with applicable contract documents.

This QA Inspector observed ZPMC welder Mr. Li Shoufu stencil 066674 used flux cored welding procedure
WPS-B-T-2233-TC-U5-F to make OBG segment 14AE grillage weld SA7038-044. This QA Inspector measured
awelding current of approximately 245 amps and 26.5 volts. This QA Inspector observed that the maximum
welding current in the WPS is 275 amps and that Mr. Li Shoufu has awelding current that is approximately 15
amps above this maximum limit. ZPMC QC Inspector Mr. Lv Li Qing agreed the welding current is above the
maximum and Mr. Lv Li Qing adjusted the welding current to approximately 220 amps. This QA Inspector
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observed the base materials were heated with electric heaters to preheat and maintain the base material
temperature of thisweld joint. Following adjustment of the welding current, items observed on this date appeared
to generally comply with applicable contract documents.

This QA Inspector observed ZPMC welder Mr. Y e Bing stencil 066733 used flux cored welding procedure
WPS-B-T-2233-TC-U5-F to make OBG segment 14AE grillage weld SA7038-058. This QA Inspector measured
awelding current of approximately 215 amps and 26.0 volts. This QA Inspector observed Mr. Y e Bing appeared
to be certified to make this weld and the base materials were heated with electric heaters to preheat and maintain
the base material temperature of thisweld joint. 1tems observed on this date appeared to generally comply with
applicable contract documents.

OBG Bay 14

This QA Inspector observed ZPMC welder Mr. Wang Li, stencil 044772 used shielded metal arc welding

procedure specification WPS-B-P-2313-TC-P5-FCM to make OBG segment 13AE weld SEG3007AU-097. This
weld joins a stiffener plate to afloor beam near panel point PP119. This QA Inspector observed ZPMC CWI Mr.
Lv Li Qing has recorded awelding current of approximately 150 amps that Mr. Wang Li appeared to be certified
to make thisweld. Items observed on this date appeared to generally comply with applicable contract documents.

This QA Inspector observed ZPMC welder Mr. Wang Jinjiu stencil 043661 used shielded metal arc welding
procedure specification WPS-B-P-2313-TC-P5-FCM to make OBG segment 13AE weld SEG3007AU-097. This
weld joins a stiffener plate to afloor beam near panel point PP119. This QA Inspector observed ZPMC CWI Mr.
Lv Li Qing has recorded awelding current of approximately 150 amps that Mr. Wang Jinjiu appeared to be
certified to make thisweld. Items observed on this date appeared to generally comply with applicable contract
documents.

This QA Inspector observed ZPMC personnel performed heat straightening of OBG segment 14E weld
SEG3020AQ-026. These weldsjoin plates AP3519 and AP3003. ZPMC hasissued heat straightening document
HSR #9697 for this activity. Items observed on this date appeared to generally comply with applicable contract
documents.

This QA Inspector observed ZPMC welder Mr. Xu Fubao, stencil 200569 used shielded metal arc welding
procedure specification WPS-B-P-2211-B-U2-FCM-1 to compl ete tack welds between OBG segment13BW deck
plate DP3137-001(PL333A and PL333B) groove weld. This QA Inspector observed Mr. Xu Fubao appeared to be
certified to make this weld and the base materials were preheated prior to welding. This QA Inspector measured a
welding current of approximately 150 amps. Items observed on this date appeared to generally comply with
applicable contract documents.
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Welder 46143 per'ﬂla/rmed FCAW welding of
d

SEG3014B-156.
11-05-2010 21:05

segment 13BW we

Summary of Conversations:

See Above.

Comments

This report isfor the purpose of determining conformance with the contract documents and is not for the purpose
of making repair or fit for purpose recommendations. Should you require recommendations concerning repairs or
remedial efforts please contact James Devy +8615000026784, who represents the Office of Structural Materials
for your project.

I nspected By: Dawson,Paul Quality Assurance Inspector

Reviewed By: Carreon,Albert QA Reviewer
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